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WARNINGS AND PRECAUTIONS
These sockets and switches must be installed in accordance with the 
Australian and New Zealand wiring rules.
These sockets and switches must be installed horizontally with the 
switch/socket face pointing downwards only.
These units must not be disassembled and contain no user serviceable 
parts.
Use only neutral cure sealant that is suitable for use with plastics/
polycarbonate.
When using any sealant, apply according to the sealant manufacturer 
instructions.

CLEANING INSTRUCTIONS
This product shall be cleaned with a damp cloth only, no cleaning agents 
or solvents to be used.

Failure to follow these instructions will void any warranty offer.

INSTALLATION PROCEDURE
STEP 1 
Ensure the electrical supply is isolated before installation or servicing.

STEP 2 
Prepare wiring to the desired socket or switch location: 
- Shallow base allows for rear wiring entry only. 
- Deep base allows for rear wiring or side/top/bottom conduit entry.

STEP 3 
If using the rear wiring entry, the flexible TPS sealing bung can be used 
ONLY if: 
- Wall penetration for wiring is no larger than 20mm in diameter. 
- Base is fitted centrally over wall penetration (holes are concentric) 
- Wiring is one 2.5mm2 TPS cable only 
- Refer to diagram 1 for correct wire stripping for use with sealing bung

STEP 4 
Mount base to wall using corner mounting holes. Note these are sealed 
once the switch or socket is secured, no additional sealant is required.

STEP 5 
If different or additional mounting holes are required, drill through the 
provided center marks in the base. These must be sealed with screw 
caps once installed.

STEP 6 
1G/2G sockets have existing integral drain holes. If drainage is required 
for the switch or additional drainage is required, drill through drain hole 
locations in the base box.

STEP 7 
Ensure all screw caps and conduit blanks are securely fitted.  
Ensure all wiring entries are secure and appropriately sealed.  
Terminate wiring.

STEP 8 
Fit socket or switch to base, ensuring that gasket seal is free of dirt and 
seated correctly. Tighten mounting screws to 1.1 Nm.

STEP 9 
Fit the cover plate, clip the bottom side first, then clip the top on. Ensure 
all clips are secure. Switch on mains supply when the installation is 
verified as correct and safe, and test operation.
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