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SAFETY 
Please read all instructions prior to installation of this 
product. 
Make sure the power is switched off before installing the 
fan.  
Don’t use the fan if the power cord or plug is damaged, 
return to the wholesaler for faulty product process through 
electrician.  
Don’t use the fan if it’s damaged, malfunctions or is 
dropped.  
Don’t put any insulation around or over the fan.  
Fan is intended for inline duct use: airflow should be 
ducted outside.  
This fixed appliance is not intended for use by persons 
(including children) with reduced physical, sensory or 
mental capabilities, or lack of experience and knowledge, 
unless they have been given supervision or instructions 
concerning use of the appliance by a person responsible 
for their safety.  
Children should be supervised to ensure that they do not 
play with the appliance.  
This product should be installed by a suitably qualified 
person in accordance with Australian and New Zealand 
wiring rules. 
This product contains NO user serviceable parts. 

 
WARRANTY 
The product warranty protects against defects in 
workmanship and material. Any defects will be rectified by 
replacement if the goods are returned to place of purchase, 
with proof of purchase, and with a brief explanation of the 
experienced fault. 
This warranty does not include compensation for any 
associated expenses involving installations or removal, 
such as labour or travel. 
This warranty becomes null and void if, in our opinion, the 
product has been misused, tampered with, incorrectly 
installed, or subjected to power surges. 
 
 

 
DISCLAIMER 
Specifications are subject to change without notice 

PRODUCT & TECHNICAL SPECIFICATIONS 
VAFM1501 
Input Voltage 220-240V AC, 50Hz 
Power 54W / 44W 
Duct Size 150mm 
IP Rating IP44 
Operating Temperature -10 to +60°C 
Max Air Flow m³/h 530 / 410 
Max Air Flow L/s 147.2 / 113.9 
Static Pressure 300Pa / 240Pa 

VAFM1251 

Input Voltage 220-240V AC, 50Hz 
Power 33W / 28W 
Duct Size 125mm 
IP Rating IP44 
Operating Temperature -10 to +60°C 
Max Air Flow m³/h 284 / 248 
Max Air Flow L/s 78.9 / 68.9 
Static Pressure 159Pa / 106Pa 
Suitable for indoor use only. 
For all other specifications refer to our website, 
www.vynco.co.nz 
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INSTALLATION INSTRUCTIONS 
WARNING:  Ensure the circuit is isolated prior to any work 
 

STEP 1: Plan an installation location for the fan, ensuring 
the position and mounting structure is suitable. The 
preferred method of installation is to mount the fan to 
timber trusses in the roof space at least 2.3m above the 
floor and with the fan body at least 50mm away from 
surrounding structures 

STEP 2: Remove the base from the fan body using the 
clamping buckles and then secure the separate mounting 
base in the desired location using suitable screws.  

STEP 3: Attach the fan body to the mounted fan base. 
Ensuring both clamping buckles are secure.  

 STEP 3: Attach flexible ducting onto each end of the fan 
using duct tape. Ensure that the ducting and tape is not 
impeding the fan blade.  

STEP 5: Plug the fan in and test operation. 

PRODUCT SIZING 
 VAFM1501 VAFM1251 

A 229mm 204mm 
B 315mm 257mm 
C 217mm 195mm 

 
 

 
 
 
 
 
 

RECOMMENDED INSTALLATION 
To achieve optimal system performance and lifetime of the 
fan and other building components follow the below 
installation recommendations: 

▪ The fan should be positioned at the highest point, 
close to the middle of the ducted distance 
between the indoor and outdoor grilles. 
 

▪ The duct should be pulled tight and cut to length, 
removing any unnecessary length, bends or 
restrictions. Any unavoidable bends should not be 
tighter than the diameter of the ducting to avoid 
restriction. 
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