
D
AT

A
SH

EE
T

VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
15/10/2025 

PUB1013

INDUSTRY RANGE

SWITCHED 
SOCKETS -
FLAT & 
ROUND PIN

VICV310 VICV315 VICV320 VICV332 VICV416 VICV420 VICV432 VICV440 VICV450 VICV516 VICV520 VICV532 VICV540 VICV550

SWITCH SPECIFICATIONS

Rated Voltage 
(V) 250V 250V 250V 250V 500V 500V 500V 500V 500V 500V 500V 500V 500V 500V

Rated 
Frequency 
(Hz)

50Hz

Rated Current 10A 15A 20A 32A 16A 20A 32A 40A 50A 16A 20A 32A 40A 50A

Operational 
Temperature -20°C to +50°C

Switch 
Terminals 

One Way / Common / 
Two Way / Loop L1/L3 - T1/T3 L1/L2/L3 - T1/T2/T3

Terminal 
Screw Type Pozi / Slotted Philips / Slotted / No 1 Square

SOCKET SPECIFICATIONS

Pin Type Flat Round

Socket 
Terminals A, N, E, Loop A, N, E  L1, L2, L3, Earth  L1, L2, L3, Neutral, Earth

Terminal 
Screw Type Pozi / Slotted Slotted

COMPLETE UNIT

IP Rating IP66

Cover Colour 
(RAL Colour) Cool Grey 3C RAL 7047

Cover Screw 
Material & 
Type

Stainless Steel / Pan Head / Philips Slotted

Complies With AS 3133,    
AS/NZS 3112 AS 3133, AS/NZS 3123

AS 3133  
Motor Rating M40 M50 M150 M180 M100 M150 M180 M200 M250 M100 M150 M180 M200 M250

FEATURES
•	 Made from recycled plastics


