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WARRANTY
This product is covered by the standard 3 Year Vynco 
Warranty - proof of purchase is required. Please 
contact Vynco for details of returns procedure. 
 
NOTE: This product contains NO user serviceable parts.

Product introduction

LED panel lamp installation framework specification
Panel ceiling installation instruction

CF3030-11
Apply to LED panel
295*295mm
0.59kg/set  7.25kg/ctn
12set/ctn
(325*335*259mm)

CF3060-11
Apply to LED panel
295*595mm
0.91kg/set  11.3kg/ctn
12set/ctn
(625*335*259mm)

CF6060-11 
Apply to LED panel
595*595mm
1.23kg/set  15.2kg/ctn
12set/ctn
(625*335*259mm)

CF6262-11
Apply to LED panel
620*620mm
1.36kg/set  16.8kg/ctn
12set/ctn
(651*335*259mm)

CF30120-11  
Apply to LED panel
295*1195mm
1.65kg/set  20.4/ctn
12set/ctn
(1225*335*259mm)

CF60120-11
Apply to LED panel
595*1195mm
1.9kg/set  23.65kg/ctn
12set/ctn
(1225*335*259mm)

1. Take out the frames (1pc A frame, 1pc B frame, 
2pcs C frame), screws (12pcs M4 round screw, 
2pcs countersunk screw) and 4pcs corner fittings.

2. Joint the surface mounted frame with 
corner fittings, C frames must in opposite 
position.

3.Knock the plastic anchor into ceiling, fix the 
surface mounted frame on the ceiling by screws.

4.  Remove one side C frame, take out the corner 
fitting.

5. Connect panel light to power supply, insert panel 
light into the frame.

6. Fix side C frame back by screw.

7. Make sure the frame and panel light are firmly 
fixed, turn on the power.
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