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PUBLISH DATE  
01/08/2023

PUB0397

CONNERY RANGE

VU246 / 2FT LED
UNDERVERANDAH
FEATURES
•	 Wide body ideal for retrofitting  
•	 Dual Colour (4000K/6500K)
•	 5 Year Warranty

VU246

Lumen Output 2030/2050lm

Power 20W

Efficacy 100lm/W

Input Voltage 220-240V AC

Color Temperature 4000K/6500K

Dimming No

UGR >21

CRI Ra≥80

Colour Grey

Operating Temperature -20°C to +45°C

IP Rating IP65

MacAdam Ellipse Rating <6

Beam Angle 120°

Class Class 1

LED Lifetime 50,000hrs

Approvals & Certificates RCM

Complies With AS/NZS60598-1 & 60598-2-1

FITTING DIMENSIONS

Overall Size (HxWxD) 660 x 158 x 102mm

VU246 (6500K)

EEVVEERRFFIINNEE  GGOONNIIOOPPHHOOTTOOMMEETTEERRSS  SSYYSSTTEEMM  TTEESSTT  RREEPPOORRTT PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU246-4000K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.8V I:0.0825A P:18.39W PF:0.9696  Lamp Flux:2045.47x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 111.21 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)

ηη

ηη

S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX

ηη

ηη

VU246-4000K

18

230

2045.47

1

229.9

572.9

100.0

2045.5

DIRECT

9.9

90.1

1.29

1.23

4.0,41.6

5.8,48.5

1.25

1.35
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU246-6500K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.0817A P:18.21W PF:0.9691  Lamp Flux:1976.59x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 108.57 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)

ηη

ηη

S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX

ηη

ηη

VU246-6500K

18

230

1976.59

1

229.9

552.6

100.0

1976.6

DIRECT

9.7

90.3

1.28

1.24

4.1,42.1

5.5,48.2

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  2222..55DDEEGG
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VU246 (4000K)



D
AT

A
SH

EE
T

VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
01/08/2023

PUB0397

VU446 (6500K)
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU446-4000K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.1596A P:35.54W PF:0.9687  Lamp Flux:3895.75x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 109.62 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)

ηη

ηη

S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX

ηη

ηη

VU446-4000K
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230

3895.75

1

229.9

1155

100.0

3895.7

DIRECT

8.1

91.9

1.28

1.21

3.7,43.9

4.3,48.1

1.25

1.35
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU446-6500K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.1594A P:35.49W PF:0.9685  Lamp Flux:3703.28x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 104.35 lm/W

MODEL

NOMINAL POWER(W)
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NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)
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TOTAL FLUX(lm)
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  UP,DN(C0-180)

  UP,DN(C180-360)
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CIBSE SHR MAX
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VU446-6500K
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230

3703.28

1
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DIRECT
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Distribution Diagrams

VU446 (4000K)

CONNERY RANGE

VU446 / 4FT LED
UNDERVERANDAH
FEATURES
•	 Wide body ideal for retrofitting  
•	 Dual Colour (4000K/6500K)
•	 5 Year Warranty

VU446

Lumen Output 3870/3765lm

Power 38W

Efficacy 100lm/W

Input Voltage 220-240V AC

Color Temperature 4000K/6500K

Dimming No

UGR >21

CRI Ra≥80

Colour Grey

Operating Temperature -20°C to +45°C

IP Rating IP65

MacAdam Ellipse Rating <6

Beam Angle 120°

Class Class 1

LED Lifetime 50,000hrs

Approvals & Certificates RCM

Complies With AS/NZS60598-1 & 60598-2-1

FITTING DIMENSIONS

Overall Size (HxWxD) 1270 x 158 x 102mm
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VU446E (6500K)
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU446-4000K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.1596A P:35.54W PF:0.9687  Lamp Flux:3895.75x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 109.62 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)
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TOTAL FLUX(lm)
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DIRECT

8.1
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU446-6500K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.1594A P:35.49W PF:0.9685  Lamp Flux:3703.28x1 lm

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,125.8deg

UNIT:cd

C90/270,109.8deg

AVERAGE BEAM ANGLE(50%):117.8 DEG

0

300

600

900

1200

1500

LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 104.35 lm/W
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VU446E (4000K)

CONNERY RANGE

VU446E / 4FT EMERGENCY
UNDERVERANDAH
FEATURES
•	 Wide body ideal for retrofitting  
•	 Dual Colour (4000K/6500K)
•	 5 Year Warranty

VU446E

Lumen Output 3850/3700lm
(Emergency 400lm)

Power 38W
(Emergency 4W)

Efficacy 100lm/W

Input Voltage 220-240V AC

Color Temperature 4000K/6500K

Dimming No

UGR >21

CRI Ra≥80

Colour Grey

Operating Temperature 0°C to +45°C

IP Rating IP65

MacAdam Ellipse Rating <6

Beam Angle 120°

Class Class 1

LED Lifetime 50,000hrs

Approvals & Certificates RCM

Complies With AS/NZS60598-1 & 60598-2-1

FITTING DIMENSIONS

Overall Size (HxWxD) 1270 x 158 x 102mm
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CONNERY RANGE

VU446S / 4FT SENSING
UNDERVERANDAH
FEATURES
•	 Wide body ideal for retrofitting  
•	 Dual Colour (4000K/6500K)
•	 5 Year Warranty

VU446S

Lumen Output 3850/3700lm

Power 38W

Efficacy 100lm/W

Input Voltage 220-240V AC

Color Temperature 4000K/6500K

Dimming No

UGR >21

CRI Ra≥80

Colour Grey

Operating Temperature -20°C to +45°C

IP Rating IP65

MacAdam Ellipse Rating <6

Beam Angle 120°

Class Class 1

LED Lifetime 50,000hrs

Approvals & Certificates RCM

Complies With AS/NZS60598-1 & 60598-2-1

FITTING DIMENSIONS

Overall Size (HxWxD) 1270 x 158 x 102mm

VU446S (6500K)
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU446-4000K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.1596A P:35.54W PF:0.9687  Lamp Flux:3895.75x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 109.62 lm/W
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NOMINAL FLUX(lm)
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TEST VOLTAGE(V)
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU446-6500K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.1594A P:35.49W PF:0.9685  Lamp Flux:3703.28x1 lm
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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
01/08/2023

PUB0397

CONNERY RANGE

VU446ES / 4FT EMERGENCY 
SENSING UNDERVERANDAH
FEATURES
•	 Wide body ideal for retrofitting  
•	 Dual Colour (4000K/6500K)
•	 5 Year Warranty

VU446ES

Lumen Output 3850/3700lm
(Emergency 400lm)

Power 38W
(Emergency 4W)

Efficacy 100lm/W

Input Voltage 220-240V AC

Color Temperature 4000K/6500K

Dimming No

UGR >21

CRI Ra≥80

Colour Grey

Operating Temperature 0°C to +45°C

IP Rating IP65

MacAdam Ellipse Rating <6

Beam Angle 120°

Class Class 1

LED Lifetime 50,000hrs

Approvals & Certificates RCM

Complies With AS/NZS60598-1 & 60598-2-1

FITTING DIMENSIONS

Overall Size (HxWxD) 1270 x 158 x 102mm

VU446ES (6500K)
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU446-4000K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.1596A P:35.54W PF:0.9687  Lamp Flux:3895.75x1 lm
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU446-6500K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.1594A P:35.49W PF:0.9685  Lamp Flux:3703.28x1 lm
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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
01/08/2023

PUB0397

CONNERY RANGE

VU546 / 5FT LED
UNDERVERANDAH
FEATURES
•	 Wide body ideal for retrofitting  
•	 Dual Colour (4000K/6500K)
•	 5 Year Warranty

VU546

Lumen Output 5620/5095lm

Power 50W

Efficacy 100lm/W

Input Voltage 220-240V AC

Color Temperature 4000K/6500K

Dimming No

UGR >21

CRI Ra≥80

Colour Grey

Operating Temperature -20°C to +45°C

IP Rating IP65

MacAdam Ellipse Rating <6

Beam Angle 120°

Class Class 1

LED Lifetime 50,000hrs

Approvals & Certificates RCM

Complies With AS/NZS60598-1 & 60598-2-1

FITTING DIMENSIONS

Overall Size (HxWxD) 1570 x 158 x 102mm

VU546 (6500K)
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU546-4000K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.2198A P:49.06W PF:0.9711  Lamp Flux:5684.07x1 lm
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU546-6500K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.2211A P:49.39W PF:0.9713  Lamp Flux:5550.55x1 lm
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Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
01/08/2023

PUB0397

CONNERY RANGE

VU546E / 5FT EMERGENCY
UNDERVERANDAH 
FEATURES
•	 Wide body ideal for retrofitting  
•	 Dual Colour (4000K/6500K)
•	 5 Year Warranty

VU546E

Lumen Output 5620/5095lm
(Emergency 400lm)

Power 50W
(Emergency 4W)

Efficacy 100lm/W

Input Voltage 220-240V AC

Color Temperature 4000K/6500K

Dimming No

UGR >21

CRI Ra≥80

Colour Grey

Operating Temperature 0°C to +45°C

IP Rating IP65

MacAdam Ellipse Rating <6

Beam Angle 120°

Class Class 1

LED Lifetime 50,000hrs

Approvals & Certificates RCM

Complies With AS/NZS60598-1 & 60598-2-1

FITTING DIMENSIONS

Overall Size (HxWxD) 1570 x 158 x 102mm

VU546E (6500K)
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU546-4000K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.2198A P:49.06W PF:0.9711  Lamp Flux:5684.07x1 lm
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU546-6500K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.2211A P:49.39W PF:0.9713  Lamp Flux:5550.55x1 lm
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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
01/08/2023

PUB0397

CONNERY RANGE

VU546S / 5FT SENSING
UNDERVERANDAH
FEATURES
•	 Wide body ideal for retrofitting  
•	 Dual Colour (4000K/6500K)
•	 5 Year Warranty

VU546S

Lumen Output 5620/5095lm

Power 50W

Efficacy 100lm/W

Input Voltage 220-240V AC

Color Temperature 4000K/6500K

Dimming No

UGR >21

CRI Ra≥80

Colour Grey

Operating Temperature -20°C to +45°C

IP Rating IP65

MacAdam Ellipse Rating <6

Beam Angle 120°

Class Class 1

LED Lifetime 50,000hrs

Approvals & Certificates RCM

Complies With AS/NZS60598-1 & 60598-2-1

FITTING DIMENSIONS

Overall Size (HxWxD) 1570 x 158 x 102mm

VU546S (6500K)
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU546-4000K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.2198A P:49.06W PF:0.9711  Lamp Flux:5684.07x1 lm
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU546-6500K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.2211A P:49.39W PF:0.9713  Lamp Flux:5550.55x1 lm
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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
01/08/2023

PUB0397

CONNERY RANGE

VU546ES / 5FT EMERGENCY 
SENSING UNDERVERANDAH
FEATURES
•	 Wide body ideal for retrofitting  
•	 Dual Colour (4000K/6500K)
•	 5 Year Warranty

VU546ES

Lumen Output 5620/5095lm
(Emergency 400lm)

Power 50W
(Emergency 4W)

Efficacy 100lm/W

Input Voltage 220-240V AC

Color Temperature 4000K/6500K

Dimming No

UGR >21

CRI Ra≥80

Colour Grey

Operating Temperature 0°C to +45°C

IP Rating IP65

MacAdam Ellipse Rating <6

Beam Angle 120°

Class Class 1

LED Lifetime 50,000hrs

Approvals & Certificates RCM

Complies With AS/NZS60598-1 & 60598-2-1

FITTING DIMENSIONS

Overall Size (HxWxD) 1570 x 158 x 102mm

VU546ES (6500K)
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU546-4000K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.2198A P:49.06W PF:0.9711  Lamp Flux:5684.07x1 lm
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VU546-6500K

DIM.:

MFR.:

TYPE:LED

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:229.9V I:0.2211A P:49.39W PF:0.9713  Lamp Flux:5550.55x1 lm
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