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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
10/06/2021 

PUB0169

MONROE BATTEN RANGE

B1224 / B1224E  
MONROE LED BATTEN 

B1224 / B1224E

Efficacy 110lm/W

Lumen Output 5500lm

Emergency Lumen Output 400lm (for B1224E)

Power 50W

IP Rating IP20

UGR N/A

Dimming Non-Dimmable

Color Temperature 4000K

CRI 80+

Construction Material Aluminium & Opaque PC

Operating Temperature -30°C to +50°C

Input Voltage 220-240V AC

ICF/ IC-4 Tested N/A

Beam Angle 110°

Approvals & Certificates IEC & LM80

LED Lifetime 50,000hrs

FITTING DIMENSIONS

Height 1188mm

Width 208mm

Depth 70mm

B1224 (4000K)

Luminous Intensity  
Distribution Diagrams

FEATURES
•	 Flicker-free Osram driver 
•	 Wide body ideal for retrofitting
•	 Polycarbonate diffuser 
•	 5 Year Warranty
•	 Emergency Option

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 1 Of 14

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: HG-L201-1.2M

SPEC.:

MFR.: EVERFINE

TYPE:

DIM.:

SUR.:

WEIGHT:

SERIAL No.:001

PROTECTION ANGLE:
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DATA OF LAMP PHOTOMETRIC DATA Eff: 105.04 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)

η

η

S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX

η

η

52

240

4188.2

1

240.2

1948

126.9

5315.9

DIRECT

0.0

126.9

1.30

1.24

0.0,65.0

0.0,61.9

1.25

1.35

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 -  90DEG
  Interval:  0.5DEG
γ
γ

Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.281
Temperature:25.3DEG Humidity:65.0%

Test Distance:8.700m [K=1.0000]Operators:DAMIN
Test Date:2018-09-29 Remarks:

C:\Users\Administrator\Desktop\HG-201-1.2m 0929\HG-201-1.2M 0929.GOS

B1224E (4000K)
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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
10/06/2021 

PUB0169

MONROE BATTEN RANGE

B1524E / B1524E 
MONROE LED BATTEN 

B1524 / B1524E

Efficacy 110lm/W

Lumen Output 7500lm

Emergency Lumen Output 400lm (for B1524E)

Power 70W

IP Rating IP20

UGR N/A

Dimming Non-Dimmable

Color Temperature 4000K

CRI 80+

Construction Material Aluminium & Opaque PC

Operating Temperature -30°C to +50°C

Input Voltage 220-240V AC

ICF/ IC-4 Tested N/A

Beam Angle 110°

Approvals & Certificates IEC & LM80

LED Lifetime 50,000hrs

FITTING DIMENSIONS

Height 1488mm

Width 208mm

Depth 70mm

B1524 (4000K)

Luminous Intensity  
Distribution Diagrams

FEATURES
•	 Flicker-free Osram driver 
•	 Wide body ideal for retrofitting
•	 Polycarbonate diffuser 
•	 5 Year Warranty
•	 Emergency Option

B1524E (4000K)

EEVVEERRFFIINNEE  GGOONNIIOOPPHHOOTTOOMMEETTEERRSS  SSYYSSTTEEMM  TTEESSTT  RREEPPOORRTT PPaaggee  11  OOff  88

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: --

MFR.: Zhongshen Halcon Lighting & Electrical Co., Ltd.

SUR.:--

Test:U:240.3V I:0.2982A P:70.15W PF:0.9791  Lamp Flux:7513.96x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 107.11 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)

ηη

ηη

S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX

ηη

ηη

HG-L201-70W

70

240

7513.96

1

240

2403

100.0

7514.0

DIRECT

5.7

94.3

1.24

1.24

2.9,47.4

2.8,46.9

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  1100..00DDEEGG

    RRaannggee::    00  --  118800DDEEGG
    IInntteerrvvaall::    11..00DDEEGG
γγ
γγ

TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--RR55000000__VV22  SSYYSSTTEEMM  VV22..00..228833
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::5555..00%%

TTeesstt  DDiissttaannccee::3300..000000mm  [[KK==11..00000000]]OOppeerraattoorrss::TTaayylloorr
TTeesstt  DDaattee::22001166--0099--2299 RReemmaarrkkss::


