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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
10/06/2021 

PUB0221

CRAWFORD OYSTER RANGE

V0122 / CRAWFORD ROUND
COLOUR CHANGE OYSTER
FEATURES
•	 Colour-Change LED 

(3000K/4000K/5700K)
•	 Dimmable
•	 Double Insulated 
•	 3 Year Warranty

V0122

Efficacy 90lm/W

Lumen Output 1000-1070lm

Power 12W

IP Rating IP54

UGR >19

Dimming Dimmable

Color Temperature 3000K, 4000K, & 5700K

CRI 80+

Construction Material Polycarbonate 

Operating Temperature -25°C to +45°C

Input Voltage 200-240V AC

ICF/ IC-4 Tested N/A

Beam Angle 120°

Approvals & Certificates SAA / LM80 

LED Lifetime 40,000hrs 

FITTING DIMENSIONS

Diameter Ø 250mm

Depth 54mm

EEVVEERRFFIINNEE  GGOONNIIOOPPHHOOTTOOMMEETTEERRSS  SSYYSSTTEEMM  TTEESSTT  RREEPPOORRTT PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VO122

DIM.:

MFR.:

TYPE:12W

SPEC.:3000K

SUR.:0.1085

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:240.6V I:0.0520A P:12.10W PF:0.9530  Lamp Flux:1278.59x1 lm

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,113.2deg

UNIT:cd

C30/210,113.2deg

UNIT:cd

C60/240,113.2deg

UNIT:cd

C90/270,113.2degAVERAGE BEAM ANGLE(50%):113.2 DEG

0

90

180

270

360

450

LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 105.67 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





VO122

12

240

1278.59

1

240.6

432.6

100.0

1278.6

DIRECT

2.1

97.9

1.25

1.24

1.1,47.5

1.0,50.4

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --  118800DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::1100..223377mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22002200--0099--0044 RReemmaarrkkss::

V0122 (3000K)

Luminous Intensity  
Distribution Diagrams

EEVVEERRFFIINNEE  GGOONNIIOOPPHHOOTTOOMMEETTEERRSS  SSYYSSTTEEMM  TTEESSTT  RREEPPOORRTT PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VO122

DIM.:

MFR.:

TYPE:12W

SPEC.:4000K

SUR.:0.1085

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:240.6V I:0.0510A P:11.80W PF:0.9510  Lamp Flux:1323.36x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 112.15 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





VO122

12

240

1323.36

1

240.6

447.6

100.0

1323.4

DIRECT

2.1

97.9

1.25

1.24

1.1,47.5

1.0,50.5

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --  118800DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::1100..223377mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22002200--0099--0044 RReemmaarrkkss::

V0122 (4000K)

EEVVEERRFFIINNEE  GGOONNIIOOPPHHOOTTOOMMEETTEERRSS  SSYYSSTTEEMM  TTEESSTT  RREEPPOORRTT PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: VO122

DIM.:

MFR.:

TYPE:12W

SPEC.:5700K

SUR.:0.1085

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:240.6V I:0.0530A P:12.20W PF:0.9550  Lamp Flux:1297.5x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)

2

3

4

5

6

7

8

9

10

0.0 4.5 9.0
S(m)260

220
180
130
88.0

44.0
35.0
22.0
18.0
13.0

DATA OF LAMP PHOTOMETRIC DATA Eff: 106.35 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





VO122

12

240

1297.5

1

240.6

439.3

100.0

1297.5

DIRECT

2.1

97.9

1.25

1.24

1.1,47.5

1.0,50.5

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --  118800DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::1100..223377mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22002200--0099--0044 RReemmaarrkkss::

V0122 (5700K)



D
AT

A
SH

EE
T

VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
10/06/2021 

PUB0221

CRAWFORD OYSTER RANGE

V0183 / CRAWFORD ROUND
COLOUR CHANGE OYSTER
FEATURES
•	 Colour-Change LED 

(3000K/4000K/5700K)
•	 Dimmable
•	 Double Insulated 
•	 3 Year Warranty

V0183

Efficacy 100lm/W

Lumen Output 1760-1860lm

Power 18W

IP Rating IP54

UGR >19

Dimming Dimmable

Color Temperature 3000K, 4000K, & 5700K

CRI 80+

Construction Material Polycarbonate

Operating Temperature -25°C to +45°C

Input Voltage 200-240V AC

ICF/ IC-4 Tested N/A

Beam Angle 120°

Approvals & Certificates SAA / LM80

LED Lifetime 40,000hrs 

FITTING DIMENSIONS

Diameter Ø 300mm

Depth 54mm

Luminous Intensity  
Distribution Diagrams

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: UP-AL28-12-18W-3000K-D

DIM.:  

MFR.: 

TYPE:18W

SPEC.:3000K

SUR.:0.05596

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:230.5V I:0.0870A P:19.10W PF:0.9490  Lamp Flux:1818.68x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 95.22 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





UP-AL28-12-18W-3000K-D

20

230

1818.68

1

230.6

642.2

100.0

1818.7

DIRECT

0.0

100.0

1.29

1.29

0.0,52.9

0.0,47.1

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..770000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001177--0055--1100 RReemmaarrkkss::

V0183 (3000K)

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: UP-AL28-12-18W-4000K-D

DIM.:  

MFR.: 

TYPE:18W

SPEC.:4000K

SUR.:0.05596

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:230.6V I:0.0870A P:19.00W PF:0.9480  Lamp Flux:1902.36x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 100.12 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





UP-AL28-12-18W-4000K-D

20

230

1902.36

1

230.6

670.3

100.0

1902.4

DIRECT

0.0

100.0

1.30

1.24

0.0,50.0

0.0,50.0

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..770000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001177--0055--1100 RReemmaarrkkss::

V0183 (4000K)

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: UP-AL28-12-18W-5700K-D

DIM.:  

MFR.: 

TYPE:18W

SPEC.:5700K

SUR.:0.05596

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:231.1V I:0.0880A P:19.20W PF:0.9420  Lamp Flux:1839.89x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 95.83 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





UP-AL28-12-18W-5700K-D

20

232

1839.89

1

231.1

647.2

100.0

1839.9

DIRECT

0.0

100.0

1.26

1.30

0.0,52.8

0.0,47.2

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..770000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001177--0055--1111 RReemmaarrkkss::

V0183 (5700K)



D
AT

A
SH

EE
T

VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
10/06/2021 

PUB0221

CRAWFORD OYSTER RANGE

V0253 / CRAWFORD ROUND
COLOUR CHANGE OYSTER
FEATURES
•	 Colour-Change LED 

(3000K/4000K/5700K)
•	 Dimmable
•	 Double Insulated 
•	 3 Year Warrantyy

V0253

Efficacy 100lm/W

Lumen Output 2320-2470lm

Power 25W

IP Rating IP54

UGR >19

Dimming Dimmable

Color Temperature 3000K, 4000K, & 5700K

CRI 80+

Construction Material Polycarbonate

Operating Temperature -25°C to +45°C

Input Voltage 200-240V AC

ICF/ IC-4 Tested N/A

Beam Angle 120°

Approvals & Certificates SAA / LM80

LED Lifetime 40,000hrs 

FITTING DIMENSIONS

Diameter Ø 300mm

Depth 54mm

Luminous Intensity  
Distribution Diagrams

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: UP-AL28-12-25W-3000K-D

DIM.:  

MFR.: 

TYPE:25W

SPEC.:3000K

SUR.:0.05596

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:230.6V I:0.1170A P:25.50W PF:0.9460  Lamp Flux:2344.5x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 91.94 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





UP-AL28-12-25W-3000K-D

26

230

2344.5

1

230.6

826.4

100.0

2344.5

DIRECT

0.0

100.0

1.29

1.29

0.0,52.9

0.0,47.1

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..770000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001177--0055--1100 RReemmaarrkkss::

V0253 (3000K)

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: UP-AL28-12-25W-4000K-D

DIM.: 

MFR.: 

TYPE:25W

SPEC.:4000K

SUR.:0.005596

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:230.6V I:0.1170A P:25.50W PF:0.9460  Lamp Flux:2470.47x1 lm

0

30

60

90

120

150
-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,111.8deg

UNIT:cd

C30/210,111.8deg

UNIT:cd

C60/240,111.9deg
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C90/270,111.8degAVERAGE BEAM ANGLE(50%):111.8 DEG
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)

2

3

4

5

6

7

8

9

10

0.0 4.0 8.0
S(m)520
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260
170

87.0
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DATA OF LAMP PHOTOMETRIC DATA Eff: 96.88 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





UP-AL28-12-25W-4000K-D

26

230

2470.47

1

230.5

870.8

100.0

2470.5

DIRECT

0.0

100.0

1.30

1.24

0.0,50.0

0.0,50.0

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..770000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001166--0077--3300 RReemmaarrkkss::

V0253 (4000K)

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: UP-AL28-12-25W-5700K-D

DIM.:  

MFR.: 

TYPE:25W

SPEC.:5700K

SUR.:0.05596

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:231.1V I:0.1180A P:25.70W PF:0.9420  Lamp Flux:2378.14x1 lm
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UNIT:cd

C30/210,112.0deg
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UNIT:cd

C90/270,112.0degAVERAGE BEAM ANGLE(50%):112.0 DEG
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
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S(m)500

420
330

250
170

84.0
67.0
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33.0
25.0

DATA OF LAMP PHOTOMETRIC DATA Eff: 92.53 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





UP-AL28-12-25W-5700K-D

26

232

2378.14

1

231.1

836.3

100.0

2378.1

DIRECT

0.0

100.0

1.26

1.30

0.0,52.8

0.0,47.2

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..770000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001177--0055--1111 RReemmaarrkkss::

V0253 (5700K)
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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
10/06/2021 

PUB0221

CRAWFORD OYSTER RANGE

V0304 / CRAWFORD ROUND
COLOUR CHANGE OYSTER
FEATURES
•	 Colour-Change LED 

(3000K/4000K/5700K)
•	 Dimmable
•	 Double Insulated 
•	 3 Year Warranty

V0304

Efficacy 100lm/W

Lumen Output 2600-3000lm

Power 30W

IP Rating IP54

UGR >19

Dimming Dimmable

Color Temperature 3000K, 4000K, & 5700K

CRI 80+

Construction Material Polycarbonate

Operating Temperature -25°C to +45°C

Input Voltage 200-240V AC

ICF/ IC-4 Tested N/A

Beam Angle 120°

Approvals & Certificates SAA / LM80

LED Lifetime 40,000hrs 

FITTING DIMENSIONS

Diameter Ø 400mm

Depth 60mm

Luminous Intensity  
Distribution Diagrams

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: UP-AL28-16-30W-3000K-D

DIM.: 

MFR.: 

TYPE:30W

SPEC.:3000K

SUR.:0.09892

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:230.8V I:0.1380A P:30.50W PF:0.9550  Lamp Flux:2660.98x1 lm
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UNIT:cd
C0/180,112.7deg

UNIT:cd

C30/210,112.7deg

UNIT:cd

C60/240,112.6deg

UNIT:cd

C90/270,112.5degAVERAGE BEAM ANGLE(50%):112.6 DEG
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
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S(m)550
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180

92.0
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DATA OF LAMP PHOTOMETRIC DATA Eff: 87.25 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





UP-AL28-16-30W-3000K-D

30

230

2660.98

1

230.8

927.1

100.0

2661.0

DIRECT

0.0

100.0

1.32

1.25

0.0,50.2

0.0,49.8

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..770000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001177--0055--1155 RReemmaarrkkss::

V0304 (3000K)

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: UP-AL28-16-30W-4000K-D

DIM.: 

MFR.: 

TYPE:30W

SPEC.:4000K

SUR.:0.09892

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:230.8V I:0.1390A P:30.70W PF:0.9560  Lamp Flux:3074.91x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
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S(m)640
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420

320
210

110
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DATA OF LAMP PHOTOMETRIC DATA Eff: 100.16 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





UP-AL28-16-30W-4000K-D

30

230

3074.91

1

230.8

1062

100.0

3074.9

DIRECT

0.0

100.0

1.24

1.27

0.0,49.7

0.0,50.3

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..770000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001177--0055--1155 RReemmaarrkkss::

V0304 (4000K)

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: UP-AL28-16-30W-5700K-D

DIM.: 

MFR.: 

TYPE:30W

SPEC.:5700K

SUR.:0.09892

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:230.5V I:0.1340A P:29.60W PF:0.9570  Lamp Flux:2808.84x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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390

290
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DATA OF LAMP PHOTOMETRIC DATA Eff: 94.89 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





UUP-AL28-16-30W-5700K-D

30

230

2808.84

1

230.5

970.8

100.0

2808.8

DIRECT

0.0

100.0

1.26

1.23

0.0,47.6

0.0,52.4

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..770000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001177--0055--1188 RReemmaarrkkss::

V0304 (5700K)
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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
10/06/2021 

PUB0221

CRAWFORD OYSTER RANGE

V0S1225 / CRAWFORD SQUARE 
COLOUR CHANGE OYSTER
FEATURES
•	 Colour-Change LED 

(3000K/4000K/5700K)
•	 Dimmable
•	 Double Insulated 
•	 3 Year Warranty

V0S1225

Efficacy 100lm/W

Lumen Output 1200-1330lm

Power 12W

IP Rating IP54

UGR >19

Dimming Dimmable

Color Temperature 3000K, 4000K, & 5700K

CRI 80+

Construction Material Polycarbonate

Operating Temperature -25°C to +45°C

Input Voltage 200-240V AC

ICF/ IC-4 Tested N/A

Beam Angle 120°

Approvals & Certificates SAA / LM80

LED Lifetime 40,000hrs 

FITTING DIMENSIONS

Height 250mm

Width 250mm

Depth 50mm

Luminous Intensity  
Distribution Diagrams

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: AL12-10-12W-P3

DIM.:  

MFR.: 

TYPE:12W

SPEC.:3000K

SUR.:0.215X0.215

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:240.8V I:0.0530A P:12.30W PF:0.9520  Lamp Flux:1084.98x1 lm
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UNIT:cd
C0/180,111.6deg

UNIT:cd
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UNIT:cd
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UNIT:cd

C90/270,111.7degAVERAGE BEAM ANGLE(50%):111.6 DEG
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
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S(m)230
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DATA OF LAMP PHOTOMETRIC DATA Eff: 88.21 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





AL12-10-12W-P3

12

240

1084.98

1

240.7

381.9

100.0

1085.0

DIRECT

0.0

100.0

1.26

1.26

0.0,50.5

0.0,49.5

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..660000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001177--1122--2266 RReemmaarrkkss::

V0S1225 (3000K)

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: AL12-10-12W-P3

DIM.:  

MFR.: 

TYPE:12W

SPEC.:4000K

SUR.:0.215X0.215

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:240.8V I:0.0520A P:12.00W PF:0.9500  Lamp Flux:1173.16x1 lm
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UNIT:cd
C0/180,111.7deg

UNIT:cd
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UNIT:cd
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UNIT:cd

C90/270,111.8degAVERAGE BEAM ANGLE(50%):111.7 DEG
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
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S(m)250

210
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82.0
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DATA OF LAMP PHOTOMETRIC DATA Eff: 97.76 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





AL12-10-12W-P3

12

240

1173.16

1

240.8

411.7

100.0

1173.2

DIRECT

0.0

100.0

1.26

1.26

0.0,50.5

0.0,49.5

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..660000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001177--1122--2266 RReemmaarrkkss::

V0S1225 (4000K)

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: AL12-10-12W-P3

DIM.:  

MFR.: 

TYPE:12W

SPEC.:5700K

SUR.:0.215X0.215

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:240.8V I:0.0540A P:12.40W PF:0.9530  Lamp Flux:1195.81x1 lm
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C90/270,111.8degAVERAGE BEAM ANGLE(50%):111.8 DEG
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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170

130
84.0
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DATA OF LAMP PHOTOMETRIC DATA Eff: 96.44 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





AL12-10-12W-P3

12

240

1195.81

1

240.8

419.2

100.0

1195.8

DIRECT

0.0

100.0

1.26

1.26

0.0,50.5

0.0,49.5

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..660000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001177--1122--2266 RReemmaarrkkss::

V0S1225 (5700K)
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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
10/06/2021 

PUB0221

CRAWFORD OYSTER RANGE

V0S1830 / CRAWFORD SQUARE 
COLOUR CHANGE OYSTER
FEATURES
•	 Colour-Change LED 

(3000K/4000K/5700K)
•	 Dimmable
•	 Double Insulated 
•	 3 Year Warranty

V0S1830

Efficacy 110lm/W

Lumen Output 1800-1995lm

Power 18W

IP Rating IP54

UGR >19

Dimming Dimmable

Color Temperature 3000K, 4000K, & 5700K

CRI 80+

Construction Material Polycarbonate

Operating Temperature -25°C to +45°C

Input Voltage 200-240V AC

ICF/ IC-4 Tested N/A

Beam Angle 120°

Approvals & Certificates SAA / LM80 

LED Lifetime 40,000hrs 

FITTING DIMENSIONS

Height 300mm

Width 300mm

Depth 40mm

Luminous Intensity  
Distribution Diagrams

EEVVEERRFFIINNEE  GGOONNIIOOPPHHOOTTOOMMEETTEERRSS  SSYYSSTTEEMM  TTEESSTT  RREEPPOORRTT PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: AL12B-12-18W-P3

DIM.:

MFR.:

TYPE:18W

SPEC.:3000K

SUR.:0.265X0.265

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:240.1V I:0.0870A P:19.70W PF:0.9360  Lamp Flux:1479.48x1 lm
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C0/180,111.3deg
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C60/240,111.1deg

UNIT:cd

C90/270,111.0degAVERAGE BEAM ANGLE(50%):111.1 DEG
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)

2

3

4

5

6

7

8

9

10

0.0 4.5 9.0
S(m)400

330
270
200
130

67.0
53.0
33.0
27.0
20.0

DATA OF LAMP PHOTOMETRIC DATA Eff: 96.98 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





AL12B-12-18W-P3

18

240

1479.48

1

240.1

665.5

129.1

1910.5

DIRECT

2.3

126.9

1.25

1.26

1.1,63.5

1.2,63.4

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --  118800DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..444433mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001199--0099--1100 RReemmaarrkkss::

V0S1830 (3000K)

EEVVEERRFFIINNEE  GGOONNIIOOPPHHOOTTOOMMEETTEERRSS  SSYYSSTTEEMM  TTEESSTT  RREEPPOORRTT PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: AL12B-12-18W-P3

DIM.:

MFR.:

TYPE:18W

SPEC.:4000K

SUR.:0.03

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:240.5V I:0.0870A P:19.40W PF:0.9280  Lamp Flux:2080.75x1 lm

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,111.8deg
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UNIT:cd

C90/270,111.6degAVERAGE BEAM ANGLE(50%):111.7 DEG
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
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S(m)430

360
290
210
140

72.0
57.0
36.0
29.0
21.0

DATA OF LAMP PHOTOMETRIC DATA Eff: 107.26 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





AL12B-12-18W-P3

20

240

2080.75

1

240.5

716.6

100.0

2080.8

DIRECT

1.8

98.2

1.26

1.24

0.9,48.8

0.9,49.4

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --  118800DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..444433mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001199--0099--1100 RReemmaarrkkss::

V0S1830 (4000K)

EEVVEERRFFIINNEE  GGOONNIIOOPPHHOOTTOOMMEETTEERRSS  SSYYSSTTEEMM  TTEESSTT  RREEPPOORRTT PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: AL12B-12-18W-P3

DIM.:

MFR.:

TYPE:18W

SPEC.:5700K

SUR.:0.03

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:240.5V I:0.0870A P:19.50W PF:0.9330  Lamp Flux:2006.53x1 lm
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C0/180,111.8deg

UNIT:cd
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C60/240,111.7deg

UNIT:cd

C90/270,111.6degAVERAGE BEAM ANGLE(50%):111.7 DEG
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
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S(m)410

350
280
210
140

69.0
55.0
35.0
28.0
21.0

DATA OF LAMP PHOTOMETRIC DATA Eff: 102.90 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





AL12B-12-18W-P3

18

240

2006.53

1

240.5

692.1

100.0

2006.5

DIRECT

1.8

98.2

1.26

1.25

0.9,48.8

0.9,49.4

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --  118800DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..444433mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001199--0099--1100 RReemmaarrkkss::

V0S1830 (5700K)
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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
10/06/2021 

PUB0221

CRAWFORD OYSTER RANGE

V0S2530 / CRAWFORD SQUARE 
COLOUR CHANGE OYSTER
FEATURES
•	 Colour-Change LED 

(3000K/4000K/5700K)
•	 Dimmable
•	 Double Insulated 
•	 3 Year Warranty

V0S2530

Efficacy 110lm/W

Lumen Output 2500-2775lm

Power 25W

IP Rating IP54

UGR >19

Dimming Dimmable

Color Temperature 3000K, 4000K, & 5700K

CRI 80+

Construction Material Polycarbonate

Operating Temperature -25°C to +45°C

Input Voltage 200-240V AC

ICF/ IC-4 Tested N/A

Beam Angle 120°

Approvals & Certificates SAA / LM80 

LED Lifetime 40,000hrs 

FITTING DIMENSIONS

Height 300mm

Width 300mm

Depth 40mm

V0S2530 (4000K)

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: AL12-12-25W-P3

DIM.:  

MFR.: 

TYPE:25W

SPEC.:4000K

SUR.:0.265X0.265

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:240.4V I:0.1090A P:24.90W PF:0.9450  Lamp Flux:2707.16x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
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380
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DATA OF LAMP PHOTOMETRIC DATA Eff: 108.72 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





AL12-12-25W-P3

25

240

2707.16

1

240.5

951.2

100.0

2707.2

DIRECT

0.0

100.0

1.27

1.25

0.0,50.3

0.0,49.7

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..660000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001177--1100--2233 RReemmaarrkkss::

V0S2530 (5700K)

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: AL12-12-25W-P3

DIM.:  

MFR.: 

TYPE:25W

SPEC.:3000K

SUR.:0.265X0.265

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:240.4V I:0.1110A P:25.40W PF:0.9470  Lamp Flux:2472.14x1 lm
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UNIT:cd
C0/180,111.7deg
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
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S(m)520
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350
260
170

87.0
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44.0
35.0
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DATA OF LAMP PHOTOMETRIC DATA Eff: 97.33 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





AL12-12-25W-P3

25

240

2472.14

1

240.4

869.6

100.0

2472.1

DIRECT

0.0

100.0

1.27

1.25

0.0,50.2

0.0,49.8

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..660000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001177--1100--2233 RReemmaarrkkss::

V0S2530 (3000K)

Luminous Intensity  
Distribution Diagrams

PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: AL12-12-25W-P3

DIM.:  

MFR.: 

TYPE:25W

SPEC.:5700K

SUR.:0.265X0.265

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:240.5V I:0.1110A P:25.30W PF:0.9470  Lamp Flux:2611.96x1 lm

0

30

60

90

120

150
-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,111.9deg
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
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S(m)550

460
370
280
180

92.0
73.0
46.0
37.0
28.0

DATA OF LAMP PHOTOMETRIC DATA Eff: 103.24 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





AL12-12-25W-P3

25

240

2611.96

1

240.5

917.0

100.0

2612.0

DIRECT

0.0

100.0

1.27

1.25

0.0,50.3

0.0,49.7

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --    9900DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..660000mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001177--1100--2233 RReemmaarrkkss::
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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
10/06/2021 

PUB0221

CRAWFORD OYSTER RANGE

V0S3040 / CRAWFORD SQUARE 
COLOUR CHANGE OYSTER
FEATURES
•	 Colour-Change LED 

(3000K/4000K/5700K)
•	 Dimmable
•	 Double Insulated 
•	 3 Year Warranty

V0S3040

Efficacy 110lm/W

Lumen Output 3000-3330lm

Power 30W

IP Rating IP54

UGR >19

Dimming Dimmable

Color Temperature 3000K, 4000K, & 5700K

CRI 80+

Construction Material Polycarbonate

Operating Temperature -25°C to +45°C

Input Voltage 200-240V AC

ICF/ IC-4 Tested N/A

Beam Angle 120°

Approvals & Certificates SAA / LM80 

LED Lifetime 40,000hrs 

FITTING DIMENSIONS

Height 400mm

Width 400mm

Depth 50mm

Luminous Intensity  
Distribution Diagrams

V0S3040 (4000K)

EEVVEERRFFIINNEE  GGOONNIIOOPPHHOOTTOOMMEETTEERRSS  SSYYSSTTEEMM  TTEESSTT  RREEPPOORRTT PPaaggee  11  OOff  1111

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: AL12B-16-30W-P3

DIM.:

MFR.:

TYPE:30W

SPEC.:4000K

SUR.:0.36X0.36

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:230.0V I:0.1300A P:28.50W PF:0.9520  Lamp Flux:3113.38x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 109.24 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





AL12B-16-30W-P3

30

230

3113.38

1

230.1

1063

100.0

3113.4

DIRECT

1.7

98.3

1.27

1.26

0.8,49.3

0.9,49.0

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --  118800DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..444433mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001199--0088--2200 RReemmaarrkkss::

V0S3040 (5700K)
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: AL12B-16-30W-P3

DIM.:

MFR.:

TYPE:30W

SPEC.:3000K

SUR.:0.36X0.36

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:230.1V I:0.1360A P:29.90W PF:0.9560  Lamp Flux:2924.96x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 97.82 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





AL12B-16-30W-P3

30

230

2924.96

1

230.0

999.5

100.0

2925.0

DIRECT

1.7

98.3

1.27

1.26

0.8,49.3

0.9,49.0

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --  118800DDEEGG
    IInntteerrvvaall::    11..00DDEEGG



TTeesstt  SSppeeeedd::  HHIIGGHH TTeesstt  SSyysstteemm::EEVVEERRFFIINNEE  GGOO--22000000AA__VV11  SSYYSSTTEEMM  VV22..00..227766
TTeemmppeerraattuurree::2255..33DDEEGG HHuummiiddiittyy::6655..00%%

TTeesstt  DDiissttaannccee::99..444433mm  [[KK==11..00000000]]OOppeerraattoorrss::DDAAMMIINN
TTeesstt  DDaattee::22001199--0088--2200 RReemmaarrkkss::

V0S3040 (3000K)
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: AL12B-16-30W-P3

DIM.:

MFR.:

TYPE:30W

SPEC.:5700K

SUR.:0.36X0.36

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:230.1V I:0.1340A P:29.50W PF:0.9550  Lamp Flux:2964.81x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 100.50 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





AL12B-16-30W-P3

30

230

2964.81

1

230.1

1012

100.0

2964.8

DIRECT

1.7

98.3

1.27

1.26

0.8,49.3

0.9,49.0

1.25

1.35

CC  RRaannggee::    00  --  336600DDEEGG
CC  IInntteerrvvaall::  3300..00DDEEGG

    RRaannggee::    00  --  118800DDEEGG
    IInntteerrvvaall::    11..00DDEEGG


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