
VYNCO.CO.NZ

BRANDO
RECESSED 
BACKLIT PANELS

Light up the sky 
with our recessed 
backlit panels.
The NEW Brando Recessed range evokes the visual appearance and 
feel of a skylight in a standard T-Rail or grid ceiling. 

The range further enhances the high light quality and low glare 
features of the Brando Backlit panel range.

BRANDO RECESSED FRAMES

Code Dimensions  
L x W x H

Suspended Ceiling Cut Out  
L x W

Depth of Light 
to Ceiling

Finish 
Colour

Backlit Panel 
Code

PB126RD 1198 x 598 x 86mm 1175 x 575mm 71mm White PB1264

PB66RD 598 x 598 x 86mm 575 x 575mm 71mm White PB664

ORDER 
NOW

CUSTOM 
COLOURS
AVAILABLE

CUSTOM 
DEPTHS

AVAILABLE ON 
REQUEST



VYNCO.CO.NZ

Christchurch Office
388-396 Tuam Street  
Phillipstown, Christchurch 8011
 
PO Box 9022 
Tower Junction, Christchurch 8149
P (+64) 3 379 9283
E sales@vynco.co.nz

Auckland Office
9 Levene Place  
Mt Wellington, Auckland 1061
 
PO Box 12 249 
Penrose, Auckland 1642
P (+64) 9 525 6051
E sales@vynco.co.nz
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Designed to be gentler on the eyes, with a low glare 
rating of <19UGR, 4000lm output, 95+ CRI, and it’s 
flicker free feature, the Brando is perfect for a wide 
range of commercial applications.

CLASS 2  
FIXTURE

FLICKER
FREE 

RECESSED, SURFACE  
OR FLUSH MOUNTING 

90° BEAM 
ANGLE

Code Dimensions  
L x W x H Power Lumen Output Colour Temp Finish Colour Surface Mount  

Kit Code*

PB664 595x595x32mm 40W 4000lm 4000k White PB66SK

PB1234 1195x295x32mm 40W 4000lm 4000k White PB123SK

PB1264 1195 x 595 x 32mm 40W 4000lm 4000k White PB126SK

COMING SOON

PB126 1195x595x32mm 40W 3600 - 4000lm 3000K, 4000K, 5700K White PB126SK

PB123 1195x295x32mm 40W 3600 - 4000lm 3000K, 4000K, 5700K White PB123SK

PB66 595x595x32mm 40W 3600 - 4000lm 3000K, 4000K, 5700K White PB66SK

* For surfaced mounted it is necessary to buy a surface mounting kit.

BRANDO
BACKLIT PANELS

Designed to be 
gentler on the eyes.

UGR
<19

FLICKER 
FREE

CRI 
95+


