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SAFETY 
Ensure to read all instructions prior to installation of 
this product. 
This product complies with all applicable standards. 
 
Always ensure power is switched off/isolated on circuit 
before installation, internal cleaning or maintenance. 
 
This product contains no user serviceable parts. 
Do not attempt to modify this fitting in any way. 
 
This product should be installed by a suitably qualified 
person in accordance with Australian and New Zealand 
wiring rules AS/NZS 3000. 
 

 
WARRANTY 
This warranty protects against defects in workmanship and 
material. Any defects will be rectified by replacement if the 
goods are returned to place of purchase, with proof of 
purchase, and with a brief explanation of the experienced 
fault. 
 
This warranty does not include compensation for any 
associated expenses involving installations or removal, 
such as labour or travel. 
 
This warranty becomes null and void if, in our opinion, the 
product has been misused, tampered with, incorrectly 
installed, or subjected to power surges. 
 
DISCLAIMER 
Specifications are subject to change without notice 
 
 
 

PRODUCT & TECHNICAL SPECIFICATIONS 

Function Push Button Dimmer 
Rated Supply Voltage 220 – 240V AC 
Rated Frequency 50Hz 
Operation Temperature 0 to 45°C 

Compatible Loads 

Dimmable LED’s, 
Incandescent and 
Halogen Lighting, 
Small Motor Loads 

Maximum Load 300W / 1.2A 
LED Load 150W 
Iron Core Transformers 50W 
Minimum Load 3W 

Dimming Technology 

Trailing Edge with auto 
adjusting to Leading 
edge.  
Manual override to 
dedicated Leading 
edge or Trailing Edge if 
required.  

Internal Protection 

Thermal Overload & 
Short Circuit – Auto 
Resetting. 
Lamp – Soft Start 

Safety Compliance AS/NZS60669.2.1 
Suitable for indoor use. 
For all other specifications for the Electronic Push 
Button range, refer to our website, 
www.vynco.co.nz 

MULTIPLE DIMMERS IN A PLATE - DERATING 

1 Gang 300W 
2 Gang 250W 
3 Gang or More 200W 
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INSTALLATION INSTRUCTIONS 
WARNING:  Ensure the circuit is isolated prior to any work. 
Switch power ON only after complete installation and 
testing of the circuit. 
STEP 1: Securely clip the Dimmer mech into the 
switch plate. 
STEP 2: Connect wiring as shown in the wiring 
diagram. 
STEP 3: Secure the switch plate to a suitable flush, 
box, mounting block or wall surface using screw 
fasteners. The input terminals should not be 
accessible when the product is being used. 
STEP 4: Turn on power and test for correct operation. 
NOTE:  The Dimmer must always be connected on the LINE 
side of the load. Do not use more than one Master Dimmer 
in a circuit. Use additional Signal Switches 88DSPM or 
88DSPMB to achieve multi-way dimming. A maximum of 
10x Signal Switches can be used on any one circuit. 
 
COMPATIBLE LOADS 

 
NOTE: When connecting with Iron-core Transformers or 
Motor-loads, only Leading-Edge mode should be used. 
Trailing-Edge mode should not be used. Multiple 
compatible loads can be used if the total load does not 
exceed the appropriate maximum load rating of the dimmer 
 
 

 

WIRING DIAGRAMS 
Multi-way Operation 

 

Single-way Operation 

 

 
 

OPERATING INSTRUCTIONS 
The dimmer operates as an ON / OFF switch by short 
press of the push button. With the lights on a press 
and hold of the push button will adjust the dimming 
level. 
The default settings can be adjusted to suit the 
installation using the below instructions 
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The dimmer operates as an ON / OFF switch by short 
press of the push button. With the lights on a press 
and hold of the push button will adjust the dimming 
level. The default settings can be adjusted to suit the 
installation using the below instructions: 
 
 

FUNCTION DEFAULT  INSTRUCTIONS 

Adjust Minimum 
Dimming Level 20% 

With the lights ON adjust them to the desired minimum brightness, 
then press the push button 5x in quick succession. The lights will 
flash to show confirmation of change. Note that if the minimum is 
set below 20% the lights will still always switch on at 20% to 
ensure they start. 

Clear Minimum Dimming 
Level 0% 

With the lights ON press the push button 7x in quick succession. 
The lights will flash to show confirmation of change, and the 
minimum brightness will be set to 0%. A new minimum setting 
must now be set using the above process. 

Manual Setting LE Mode TE Auto 
To change from TE Auto to dedicated LE Mode, with the lights ON 
press the push button 6x in quick succession. The lights will flash 
to show confirmation of change.  

Reset to Factory Defaults - With the lights ON press the push button 9x in quick succession. 
The lights will flash to show confirmation of change.  


