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PUBLISH DATE  
03/02/2023

PUB0213

DIAZ RANGE

VST1 / DIAZ   
STEP LIGHTS

FEATURES
• IP44
• 50,000 Lifetime Hours
• 3 Year Warranty
• White Gloss Finish
• Matches Urban switchgear
 range aesthetic

VST1

Power 3W

Lumen Output 56lm

Input Voltage 220-240V AC

Efficacy 20lm/W

Beam Angle 90°

Color Temperature 3000K

CRI 80+

ICF/ IC-4 Tested Yes

Approvals & Certificates SAA

Operating Temperature -20°C to +40°C

Class Class 1

IP Rating IP44 (Front Only)

Dimming Yes

LED Lifetime 50,000hrs

Construction Material Polycarbonate

FITTING DIMENSIONS

Fasica Size (HxW) 116 x 78mm

Overall Size (HxWxD) 108 x 56 x 52.5mm

VST1 (3000K)

Luminous Intensity  
Distribution Diagrams
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: DL195-3W-3000K-1

SPEC.: 3000K

MFR.:

TYPE: 3W

DIM.:

SUR.: 0.00125

WEIGHT:

SERIAL No.: 

Shielding Angle: 

Test:U:230.28V I:0.0152A P:2.8713W PF:0.8215 Freq:49.99Hz UTHDi:0.26% ITHDi:29.98%  KDisp:0.8597
Lamp Flux:56.8168x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM

DATA OF LAMP PHOTOMETRIC DATA Eff: 19.79 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





DL195-3W-3000K-1

3

230

56.8168

1

230.0

34.46

100.0

56.817

DIRECT

1.4

98.6

1.17

1.80

0.9,32.1

0.6,66.4

1.00

1.15
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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
03/02/2023

PUB0213

DIAZ RANGE

VST1B / DIAZ   
STEP LIGHTS

FEATURES
• IP44
• 50,000 Lifetime Hours
• 3 Year Warranty
• Black Metal with Square Corners
• Matches Urban switchgear
 range aesthetic

VST1B

Power 3W

Lumen Output 18lm

Input Voltage 220-240V AC

Efficacy 6lm/W

Beam Angle 90°

Color Temperature 3000K

CRI 80+

ICF/ IC-4 Tested Yes

Approvals & Certificates SAA

Operating Temperature -20°C to +40°C

Class Class 1

IP Rating IP44 (Front Only)

Dimming Yes

LED Lifetime 50,000hrs

Construction Material Polycarbonate Body

FITTING DIMENSIONS

Fasica Size (HxW) 116 x 78mm

Overall Size (HxWxD) 108 x 56 x 52.5mm

VST1B (3000K)

Luminous Intensity  
Distribution Diagrams
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: DL195-3W-3000K

SPEC.: 3000K

MFR.:

TYPE: 3W

DIM.:

SUR.: 0.00125

WEIGHT:

SERIAL No.: 

Shielding Angle: 

Test:U:230.20V I:0.0153A P:2.9283W PF:0.8311 Freq:49.99Hz UTHDi:0.18% ITHDi:28.80%  KDisp:0.8674
Lamp Flux:18.4174x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM

DATA OF LAMP PHOTOMETRIC DATA Eff: 6.29 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





DL195-3W-3000K

3

230

18.4174

1

230.0

20.18

100.0

18.417

DIRECT

2.3

97.7

1.00

1.62

1.2,23.9

1.1,73.8

0.75

0.80
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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
03/02/2023

PUB0213

DIAZ RANGE

VST1S / DIAZ   
STEP LIGHTS

FEATURES
• IP44
• 50,000 Lifetime Hours
• 3 Year Warranty
• Silver Metal with Square Corners
• Matches Urban switchgear
 range aesthetic

VST1S

Power 3W

Lumen Output 38lm

Input Voltage 220-240V AC

Efficacy 13lm/W

Beam Angle 90°

Color Temperature 3000K

CRI 80+

ICF/ IC-4 Tested Yes

Approvals & Certificates SAA

Operating Temperature -20°C to +40°C

Class Class 1

IP Rating IP44 (Front Only)

Dimming Yes

LED Lifetime 50,000hrs

Construction Material Polycarbonate Body

FITTING DIMENSIONS

Fasica Size (HxW) 116 x 78mm

Overall Size (HxWxD) 108 x 56 x 52.5mm

VST1S (3000K)

Luminous Intensity  
Distribution Diagrams
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: DL195-3W-3000K-3

SPEC.: 3000K

MFR.:

TYPE: 3W

DIM.:

SUR.: 0.00125

WEIGHT:

SERIAL No.: 

Shielding Angle: 

Test:U:230.20V I:0.0153A P:2.9002W PF:0.8227 Freq:49.99Hz UTHDi:0.24% ITHDi:29.76%  KDisp:0.8603
Lamp Flux:37.6993x1 lm
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM

DATA OF LAMP PHOTOMETRIC DATA Eff: 13.00 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





DL195-3W-3000K-3

3

230

37.6993

1

230.0

29.17

100.0

37.699

DIRECT

1.7

98.3

1.14

2.06

1.0,20.9

0.7,77.5

1.00

1.05
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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
03/02/2023

PUB0213

DIAZ RANGE

VST1M / DIAZ   
STEP LIGHTS

FEATURES
• IP44
• 50,000 Lifetime Hours
• 3 Year Warranty
• White Satin Finish
 with Rounded Corners
• Matches Metro switchgear
 range aesthetic

VST1M

Power 3W

Lumen Output 38lm

Input Voltage 220-240V AC

Efficacy 13lm/W

Beam Angle 90°

Color Temperature 3000K

CRI 80+

ICF/ IC-4 Tested Yes

Approvals & Certificates SAA

Operating Temperature -20°C to +40°C

Class Class 1

IP Rating IP44 (Front Only)

Dimming Yes

LED Lifetime 50,000hrs

Construction Material Polycarbonate

FITTING DIMENSIONS

Fasica Size (HxW) 120 x 82mm

Overall Size (HxWxD) 108 x 56 x 52.5mm

VST1M (3000K)

Luminous Intensity  
Distribution Diagrams
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: DL195-3W-3000K-2

SPEC.: 3000K

MFR.:

TYPE: 3W

DIM.:

SUR.: 0.00125

WEIGHT:

SERIAL No.: 

Shielding Angle: 

Test:U:230.21V I:0.0153A P:2.8882W PF:0.8224 Freq:49.99Hz UTHDi:0.19% ITHDi:29.80%  KDisp:0.8602
Lamp Flux:38.2492x1 lm

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
1

2

3

4

5

6

7

8

9

10

11
0.0 4.5 9.0

S(m)8.60
7.20
5.80
4.30
2.90

1.40
1.20
0.7200
0.5800
0.4300

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,95.8

UNIT:cd

C90/270,58.4

UNIT:cd

C90/270,58.4

AVERAGE BEAM ANGLE(50%):70.9 DEG

0

6

12

18

24

30

LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM

DATA OF LAMP PHOTOMETRIC DATA Eff: 13.24 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





DL195-3W-3000K-2

3

230

38.2492

1

230.0

26.66

100.0

38.249

DIRECT

1.7

98.3

1.18

1.93

1.0,26.7

0.7,71.5

1.00

1.05
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VYNCO.CO.NZ Questions, or looking for something more specific?  
Please reach out to us at sales@vynco.co.nz

PUBLISH DATE  
03/02/2023

PUB0213

DIAZ RANGE

VST1MB / DIAZ   
STEP LIGHTS

FEATURES
• IP44
• 50,000 Lifetime Hours
• 3 Year Warranty
• Black Satin Finish
 with Rounded Corners
• Matches Metro switchgear
 range aesthetic

VST1MB

Power 3W

Lumen Output 16lm

Input Voltage 220-240V AC

Efficacy 5lm/W

Beam Angle 90°

Color Temperature 3000K

CRI 80+

ICF/ IC-4 Tested Yes

Approvals & Certificates SAA

Operating Temperature -20°C to +40°C

Class Class 1

IP Rating IP44 (Front Only)

Dimming Yes

LED Lifetime 50,000hrs

Construction Material Polycarbonate

FITTING DIMENSIONS

Fasica Size (HxW) 120 x 82mm

Overall Size (HxWxD) 108 x 56 x 52.5mm

VST1MB (3000K)

Luminous Intensity  
Distribution Diagrams
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: DL195-3W-3000K

SPEC.: 3000K

MFR.:

TYPE: 3W

DIM.:

SUR.: 0.00125

WEIGHT:

SERIAL No.: 

Shielding Angle: 

Test:U:230.20V I:0.0153A P:2.9283W PF:0.8311 Freq:49.99Hz UTHDi:0.18% ITHDi:28.80%  KDisp:0.8674
Lamp Flux:18.4174x1 lm

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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LLUUMMIINNOOUUSS  IINNTTEENNSSIITTYY  DDIISSTTRRIIBBUUTTIIOONN  DDIIAAGGRRAAMM

DATA OF LAMP PHOTOMETRIC DATA Eff: 6.29 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





DL195-3W-3000K

3

230

18.4174

1

230.0

20.18

100.0

18.417

DIRECT

2.3

97.7

1.00

1.62

1.2,23.9

1.1,73.8

0.75

0.80
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