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M3G/M3GB

COLOUR CHANGE LED DOWNLIGHT

PRODUCT SPECIFICATION

Total Power

Colour Temperature

Tilt

Warranty

Efficacy (Lm/W)

Class

Materials / Construction
Width

Flicker Free

Approvals & Certificates

10W

3CCT 3-4-5.7K
25°

3 year
80LM/W
Class 2
Aluminum
104mm

NO

SAA

Lumen output

IP Rating

Colour Rendering
Input Voltage
Beam angle
Dimming

Height

Fitting Colour
Operating Temp

700-800lm
P20

CRI>80
AC200-240V
90°

YES

30mm

White trim, black housing
-20°+45°C
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DIMENSIONS
CODE FASCIA HEIGHT CUT OoUT
(mm) (mm) (mm)
1040 300 90/1040
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PHOTOMETRICS
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WavelLength (Unit:nm) Chromaticity Diagram
Main Parameters:
CCT; 2882 K MainWave| 583 nm Luminous .70 Im | Efficiency; 67.71
Current; 0.043 A Voltage! 233.5 V P 9.64 W PF; 0.95
3.6 . ) =0. 4460, y=0. 4078
Average Color Index| 836 Chromatic Coordinate \x,fn_ 2;,/;& 3’,70_ ;,242
Other Parameters:
ColorPurity! 56.3 % PeakWave! 606 nm Peak! 9862.9
HalfWavelLength! 128.0 nm RedRatio; 0.0 % HZ: 50 Hz
CRI: R -826 R2-924 RI-957 RI-BL2 R5-8.8 RE-OL8 KT -2 RE - 60.3
: R9 - 13.6 R10 - 83.0 RIl1 - B0.8 RI2 - 755 RI3 - 851 RI4-982 RIS 74.9
Product Information:
Number! 3000k Model! CL88 3 3000K
Temperature; 25 C Humidity; 60.0 %
Tester Reviewer
Manufacturer! up-shine Time! 2015-10-12 11:01:00
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WaveLength (Unit:nm) Chromaticity Diagram
Main Parameters:

CCT! 3820 K MainWave 578 nm Luminous! 756.34 Im |  Efficiency| 73.22
Current; 0.046 A Voltage! 233.4 V P 10.33 W PF: 0.96
Average Color Index 82.4 Chromatic Coordinate

Other Parameters:
ColorPurity} 35.5 % PeakWave! 595 nm Peak! 10526.2
HalfWavelLength! 151.0 nm RedRatio; 0.0 % HZ: 50 1z
CRI: R -80.2 R2-87.9 RI-91.2 RI-§L1 R5-79.6 R6 8.1 R7 -87.6 RS- 618
T OR9-9.3  RID-7LO RIL-79.1 RI2-59.0 RI3 - RL8 Rl4 - 96.6 RIS - 73.9
Product Information:
Number; 4000k Model; CL88 3 4000K
Temperature; 25 C Humidity; 60.0 %
Tester. Reviewer
Manufacturer! up-shine Time! 2015-10-12 11:02:47

Notes:

Notes:
Light SpectroPhotoColorMeter Analysis Report
Ralntive Snectral Enarev Ndotvibntion
Relative Spectral Energy Distribution
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WaveLength (Uit :nm) Chromaticity Diagram
Main Parameters:
CCT; 5536 K MainWave; 551 nm Luminous; 757.02 Im|  Efficiency; 73.71
Current; 0.046 A Voltage; 233.5 V P, 10.27 W PF; 0.96
80.4 ) ) <=0. 3317,
Average Color Index . Chromatic Coordinate 1997, v=
Other Paramcters:
ColorPurity{ 7.3 % PeakWave! 451 nm Peak| 8196.4
HalfWavelLength! 27.0 nm RedRatio} 0.0 % HZ: 50 Hz
CRI: R -7.0 R-85.2 R -9L3 R3 R6 - 79.9 1 RS- 65.3
RO = 0.0 RIO =619 RIl=T67 RI13 8 Rid =952 2
Product Information:
Number; 5700k Model; C1.88-3-5700K
Temperature; 25 C Humidity; 60.0 %
Tester, Reviewer:
Manufacturer! up shine Time! 2015 10 12 11:12:20
Notes:




