Luminous Intensity
Distribution Diagrams
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LOPEZ (5700K)

VYNCO.CO.NZ

LOPEZ RANGE

LOPEZ
LED DOWNLIGHT

FEATURES

e Colour-Change LED
(3000K/4000K/5700K)

e Dimmable
¢ Internal Driver

e 3 Year Warranty

LOPEZ

Fitting Colour

Efficacy

Lumen Output

Power

IP Rating

UGR

Dimming

Color Temperature

CRI

Construction Material
Operating Temperature
Input Voltage

IC-F/ IC-4 Tested

Beam Angle

Approvals & Certificates
LED Lifetime

White

110-115Lm/W
860-920lm

8W

IP54 (Front Only)

<29

Dimmable

3000K, 4000K, & 5700K
80+

PC

-25°C to +45°C
200-240V AC

Yes

100°

AS/NZS 60598.2.2 & 60598.1
>40,000hrs

FITTING DIMENSIONS

Please reach out to us at salesfdvynco.co.nz

Diameter ?110mm
Depth 47mm
Cut-Out @90mm
Questions, or looking for something more specific? PUBLISH DATE

14/08/2023
PUB0715



LOPEZ RANGE

LOPEZB
LED DOWNLIGHT

FEATURES

e Colour-Change LED
(3000K/4000K/5700K)

e Dimmable
¢ Internal Driver
e 3 Year Warranty

Luminous Intensity
Distribution Diagrams

LOPEZB

Fitting Colour Black
T [ Efficacy 110-115Lm/W
e . Lumen Output 860-920lm
50 % Power 8W
IP Rating IP54 (Front Only)
i UGR <29
e Dimming Dimmable
LOPEZE”[?UOOK] Color Temperature 3000K, 4000K, & 5700K
CRI 80+
- - Construction Material PC
-s0 % Operating Temperature -25°C to +45°C
Input Voltage 200-240V AC
) s IC-F/ IC-4 Tested Yes
m;:; BEAM ANGLE (508) :9:’2;:90/27038-5 Beam Angle 100°

LOPEZB (4000K)

-150
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150

Approvals & Certificates
LED Lifetime

AS/NZS 60598.2.2 & 60598.1

>40,000hrs
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2 < corteo,aon.s Cut-Out @90mm
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LOPEZB (5700K])

VYNCO.CO.NZ

Questions, or looking for something more specific?
Please reach out to us at salesfdvynco.co.nz

FITTING DIMENSIONS

PUBLISH DATE
14/08/2023

PUB0715



LOPEZ RANGE

LOPEZF
LED DOWNLIGHT

FEATURES

e Colour-Change LED
(3000K/4000K/5700K)

Dimmable
Internal Driver
0.5m Flex & Plug

X

(

3 Year Warranty

~

LOPEZF

Luminous Intensity

Distribution Diagrams

Fitting Colour White
w0 T [ Efficacy 110-115Lm/W
Lumen Output 860-920lm
50 % Power 8W
IP Rating IP54 (Front Only)
LK s UGR <29
m.:; sEAM mgz(m):m::::wmm-o Dimming Dimmable
LOPEZ_EH[:)’OOOK] Color Temperature 3000K, 4000K, & 5700K
CRI 80+
- . Construction Material PC
-s0 % Operating Temperature -25°C to +45°C
! Input Voltage 200-240V AC
g ey IC-F/ IC-4 Tested Yes
m:; — mszo.s(so%):1033:71:::]/270’102.0 Beam Angle 100°
LOPEZF (4000K) g
oo Approvals & Certificates AS/NZS 60598.2.2 & 60598.1
LED Lifetime >40,000hrs
Includes 0.5m Flex & Plug
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LOPEZF (5700K)
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Questions, or looking for something more specific?
Please reach out to us at salesfdvynco.co.nz

FITTING DIMENSIONS

PUBLISH DATE
14/08/2023

PUB0715



